




N.B. keys and holes threaded according to the table on page 29.
REACTION ARM FOR VF.../P VERSION

SINGLE OUTPUT SHAFT

DOUBLE OUTPUT SHAFT

ACCESSORIES FOR VF, RVF AND VF/VF
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OUTPUT SHAFTS FOR WORM GERBOXES

Sizes 30�y�y�y�y�y 250

Sizes 30�y�y�y�y�y 250



OVERALL DIMENSIONS OF THE WORM/WHEEL VF,RVF AND VF/VF

N.B.The D and G dimensions indicated are the maximum that may be found in the various ratioes.

SPECIAL VERSIONS VF-RVF-VF/VF              AVAILABLE VERSION N-A-F-FC-P

Being a special version, the components are machined only if request, therefore their availability
has to be verificated with our SALES DEPARTMENT.
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POSSIBLE  ASSEMBLINGS

All of our geared motors can be assembled with electric motors series UNEL MEC B5
(see table on page 103,104). The types MVF30,MVF44, and MVF49, will be supplied
with motor adaptor integral with the housing (excluding the MVF49 motorsize 63-
B14).
At customer’s request all the motorsize gearboxes shown with �����can be fitted with B14
motor adaptor.
N.B.MVF27 fitted with motors of 0.08 and 0.12 HP can be supplied only complete
with motor. These motors are not conform to a standard being manufactured by
Rahnama Company.
All the geared motors whose motorsize is marked � � � � � will be with modified keyway.
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